STATUTES AT LARGE

solid rubber or cushion tires, nor 20,000 pounds when equipped with
low-pressure pneumatic tires.
(c) No group of axles on a vehicle or combination of vehicles shall
exceed the value in the following table corresponding to the distance
in feet between the extreme axles of the group, measured longitudi-
nally to the nearest foot, to wit:
Distauce in Feet  Maximum Pernis-  Distance in Feet  Maxiuum Pertnis-
between the ex-  sible Load in  between the ex-  sible Load in
tremnes of any  pounds on any   trenes of any  pounds on any
grout of axles  group of axles  group of axles  group of axles
12   4          32,000           28             50,950
13   5          32,000           29             51,800
14   6          32,000           30             52,650
15   7          32,000           31             53,490
16   8          32.610           32             54,330
17   9          33,580           33             55,160
18  10          34,550           34             55,980
19  11          35,510           35             56,800
20  12          36,470           36             57,610
21  13          37,420           37             58,420
22  14          38360            38             59,220
23  15          39,300           39             60,010
24  16          40,230           40             60,800
25  17          41,160           41             61,580
26  18          42,080           42             62,360
27  19          42,990           43             63,130
28  20          43,900           44             63,890
29  21          44,800           45             64,650
30  22          45,700           46             65,400
31  23          46,590           47             66,150
32  24          47,470           48             66,890
33  25          48,350           49             67,620
34  26          49,220           50             68,350
35  27          50,090
(d) For the purpose of this Section an axle load shall be defined
as the total load transmitted to the road by all wheels whose centers
may he included between two parallel transverse vertical planes 40
inches apart, extending across the full width of the vehicle.
(e) For the purpose of this Section, every pneumatic tire designed
for use and used when inflated with air to less than 100 pounds pres-
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